With the development of new electronic products that demand increased power performance, current consumption increases while operational voltage for ICs decrease, resulting in power integrity issues.

PIStream is your solution.

PIStream will help meet your target impedance by adding/moving capacitors, changing capacitance values, plane shapes, and Power/GND plane distances. Graphic-based PIStream is easy to use and offers speedy analysis. Whether you are a designer with tight deadlines or have little power integrity knowledge, you can utilize PIStream to improve power integrity.

**Input Impedance Analysis**

You can repeat trial and error so that the input impedance falls below the target impedance. For example, Figure 1 is the analysis result of the target IC at an early component placement stage. The circled area frequency range exceeds the set target impedance. This means that within this frequency range when the IC is consuming current, bigger voltage fluctuation occurs. By adding 4 capacitors around the target IC (Figure 2), the input impedance fell below the target impedance as seen in Figure 3. Optimal capacitors were automatically placed around the IC pins using PIStream’s Auto Capacitor Placement feature.

**Transfer Impedance Analysis**

PIStream will calculate power bus noise propagation generated from the IC as transfer impedance. Figure 4 is a result of transfer impedance in color gradation. Red means there is more transfer impedance. It shows that when the aggressor IC (Figure 4, in the lower left) consumes current power bus noise increases. By adding capacitors in the lower left hand corner (Figure 5, circled area) you can eliminate the red area. Transfer impedance has decreased and power bus noise propagation was reduced.

**IR Drop Analysis (DC Analysis)**

PIStream calculates IR drop. Color gradation displays where voltage drop has occurred. Figure 6 illustrates the result of IR Drop analysis which shows large voltage drop at the ICs. As shown in Figure 7, IR drop can be reduced by changing the connection of the power plane (red circles) from the bottom of the IC to a location closer to the voltage regulator which is the upper left hand corner of the IC.
IC Model Generation GUI
You can now take capacitance and inductance of the chip and package into account by using the GUI. These values affect mid-frequency resonance which is an important aspect for power integrity. By utilizing this function you can get a more accurate result in order to optimize capacitor placement, values, and numbers.

Target Impedance GUI Setting
You can select Linear, Step Up and Down or Transient Current Waveform for target impedance. Transient Current Waveform option allows you to take into account the rise time of the IC current which helps generate a more precise target impedance.

PCB Layout CAD Interfaces
- Cadence Design Systems: Allegro, OrCAD Layout
- Mentor Graphics: Board Station, Expedition PCB, PADS Layout
- Altium: Altium Designer
- Zuken: CR-5000 Board Designer

Operation Environment

<table>
<thead>
<tr>
<th>OS</th>
<th>Windows Vista, Windows 7, Windows 8</th>
</tr>
</thead>
<tbody>
<tr>
<td>CPU</td>
<td>Celeron®/Pentium4® 1GHz or faster</td>
</tr>
<tr>
<td>Memory</td>
<td>1 GB or more</td>
</tr>
<tr>
<td>Disk space</td>
<td>100 MB PStream system + data file space (200 MB or more recommended)</td>
</tr>
</tbody>
</table>

Distributors

USA
TechDream, Inc.
19925 Stevens Creek Blvd. #100
Cupertino, CA 95014
Tel: +1-408-800-7EMC (7362)
Email: US_Sales@tech-dream.com
Web: www.Tech-Dream.com

Singapore
FTD Solutions Pte. Ltd.
159, Kampung Ampat #06-03, KA Place
Singapore 368328
Tel: +65-6744 9789
Fax: +65-68461663
Email: info@ftdsolutions.com
Web: www.ftdsolutions.com

India
FTD Infocom PVT. LTD.
#7, 2nd Floor, 100 Feet Road,
17th Main, 5th Block, Koramangala,
Bangalore 560 095, INDIA
Tel: +91-80-4260 0900
Fax: +91-80-2550 6776
Email: info@ftdinfocom.com
Web: www.ftdinfocom.com

Taiwan
Mits Science Corporation
10F, No.85, Sec.1,
GuangFu Rd.,
San Chung Dist., New Taipei City
Taiwan, R.O.C.
Tel: +886-2-2999-3355
Fax: +886-2-2999-9196
E-mail: sales@mits.com.tw
Web: www.mits.com.tw

China
Advance KGS Technology Ltd.
Workshop S-T, 6/F,
Valiant Ind. Bldg.,
2-12 Au Pui Wan Street,
Tatian, Hong Kong
Tel: +852-2637-1886
E-mail: sales@kgs.com.hk
Web: www.kgs.com.hk

Korea
P&I Solution
102-1508, Digital Empire2,
88 Shimwon-Ro,
Yeongtong-Gu, Suwon-Si,
Gyeonggi-Do 443-734 Korea
Tel: +82-31-695-5707
Fax: +82-31-695-5708
E-mail: lyh3736@pnsolution.com
Web: www.pnsolution.com

NEC Corporation
E-mail: info@embedded.jp.nec.com

All trademarks, trade names, and service marks referenced herein belong to their respective companies.

PIStream
http://www.nec.com/pistream/