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NEC recommends Windows 10 Pro.
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Windows 10 Pro 64-bit
6th generation Intel® Core™ i5 processor
Wireless LAN (IEEE802.11 ac)
Web camera
Lightweight body: 1.41 kg for Full HD & 1.45 kg for HD

Overview
6th Generation Intel® Core™ i5 Processor

Water Resistant Structure

Incorporation of 6th-generation Intel® Core™ i5 processor provides an

VersaPro type VB provides a waterproof

ideal balance of high processing performance and energy savings.

sheet under the keyboard to prevent

Waterproof sheet
guards against
water splashes

water splashes immediately entering

Lay-Flat Mode Ideal for Face-to-Face Meetings

the computer, giving you time to shut
Computer's internal circuitry

the system down safely.

The computer can be opened 180° and has

* This does not guarantee that no water will enter the computer.
If you spill water or other liquids on the computer, you will be required to pay for inspection and repair.

a screen rotation function that makes the
screen immediately visible in face-to-face
meetings.

Interfaces to Enhance Your Mobile Experience

Robust Design That Can Withstand Pressures of up to 250 kgf
The body passes a 250 kgf plane

250kgf

Jack for headphones/
headphone microphone
Right side

Anti-theft
lock

HDMI port

USB 3.0 port

Left side

pressure test (with power off).
* The plane pressure test is conducted by applying a pressure of 2450 N (250 kgf) evenly to the top surface
of the computer. The test does not guarantee that the computer will not be damaged or malfunction due to
the application of pressure.

USB 3.0 port
(with sleep-and-charge
capability)

LAN connector

DC connector

SD memory card slot

Mini DisplayPort

NEC recommends Windows 10 Pro.
Specifications
The following table lists the hardware specifications of VersaPro type VB.
Note that some hardware functions might not be supported, depending on the operating system and application software used.
VersaPro type VB<VB-T>
Product code

VG23T/B-T

Installed OS

Windows 10 Pro 64-bit (English)

CPU

Intel® Core™ i5-6200U processor*1*2

Clock speed
(at Max turbo frequency)

2.30 GHz (2.80 GHz max.)

Number of cores/threads

2/4

L3 cache memory

3 MB

Memory bus

2,133 MHz

Chipset

(Integrated with CPU)

Security chip

TPM (TCG v.1.2), Intel® PTT (TPM 2.0 compliant). Integrated in CPU*41 [exclusive specification]

Maximum memory (main memory)
LCD
Display

Graphics accelerator
Display
colors
(resolution)

Built-in
display
*11*13

Input devices

Interfaces

Intel® HD Graphics 520 (built into CPU, with dual display support and smoothing function)

HD LCD

Max. 16.77M colors (1,366 × 768 [HD], 1,280 × 720 [HD], 1,024 × 768 [XGA], 800 × 600 [SVGA])

Full HD LCD

Max. 16.77M colors (1,920 × 1,080 [Full HD], 1,680 × 1,050 [WSXGA+], 1,600 × 900 [HD+],
1,366 × 768 [HD], 1,280 × 720 [HD], 1,024 × 768 [XGA], 800 × 600 [SVGA])

Audio source and sound

Communication

Max. 16 GB (4 GB DDR4-SDRAM, PC4-17000, 4,096 MB SO-DIMM x 1)*28
Can select from 12.5-inch wide TFT color IPS LCD (Full HD: 1,920 x 1,080 dot LED backlight, non-glare)
or 12.5-inch wide TFT color LCD (HD: 1,366 x 768 dot LED backlight, non-glare)

Built-in stereo speakers, compliant with Intel® High definition Audio standard (stereo PCM sound reproduction
function, software MIDI sound source)

LAN

1000BASE-T/100BASE-TX/10BASE-T, Remote Power On (Wake on LAN) functions supported

Wireless LAN

IEEE802.11ac, EEE802.11a/b/g/n compliant, Wi-Fi Direct™ compliant, Miracast®

Bluetooth®

Bluetooth® Smart Ready (Ver.4.1)

Keyboard

English keyboard (key pitch: 18 mm; key stroke: 1.8 mm)

Pointing devices

NX pad with integrated click buttons and multitouch/gesture functions

Web camera

HD resolution (720P) camera, 920,000 effective pixels

Microphone

Stereo microphone

USB

USB 3.0 (left side x 2, right side x 1 (with power-off USB charging feature))

Display

HDMI port × 1, Mini Display Port × 1

Communication

RJ45 LAN connector × 1

Sound

Both input and output: headphone/headphone microphone jack x 1

Memory card slot

SD (SDHC/SDXC) memory card slot × 1*22

Power supply

Battery or AC 100 V to 240 V ±10%, 50/60 Hz (via AC adapter)

Maximum power consumption

Approx. 45 W

Battery

6-cell, lithium-ion battery L (DC 10.8 to 11.22 V, 72 Wh*49)

Dimensions (excluding protrusions)

305.5 (W) × 208.5 (D) × 32.3 (H) mm

Weight (including battery)

Full HD LCD: Approx. 1.41 kg, HD LCD: 1.45 kg

Temperature and humidity conditions

5 to 35°C, 8 to 95% (non-condensing)

OS for which drivers are supplied*27

Windows 10 Pro 64-bit / Windows® 7 Professional 64-bit (SP1)

Main accessories

Compact and lightweight AC adapter etc.

Selection menu

Display
elements

Storage

HD

Resolution: Max. 1,366 × 768 dots

Full HD

Resolution: Max. 1,920 × 1,080 dots

500 GB HDD

Approx. 500 GB*56, Serial ATA/600, 7,200 rpm, SMART functions supported

256 GB SSD
with encryption function

Approx. 256 GB*56, Serial ATA/600, SMART functions supported, with encryption function

*1: Enhanced Intel SpeedStep® technology driver built in.
*2: Supports hyperthreading technology.
* 11: If a resolution lower than the maximum display resolution is
selected, characters and lines may be displayed with varying
thicknesses.
*13: The 16.77M-color display is realized by the dithering feature.
*22: Does not support CPRM copyright protection. MultiMediaCard
(MMC) and SDIO cards cannot be used. UHS-II cards can be
used.
The actual data transfer rate depends on the bus interface speed
and the usage environment, including the SD memory card
performance.
*27: The provided driver installation procedure has been verified in
Windows 10 version 1607 and Windows® 7 SP1.
A separate driver will be required if using an OS update.
*28: For a 32-bit OS, even with 4 GB or more memory installed, the
specifications limit the physical memory address space that can
be handled to 4 GB. The memory area that can be used by the OS
also depends on the device configuration.
* 41: VersaPro type VB is shipped with the Intel ® PTT and internal
security chip (TPM) turned off. TPM cannot be used with Windows
10. Intel® PTT cannot be used with Windows® 7.
* 49: The battery pack is a consumable. These values indicate the
nominal capacity (the capacity of the battery pack when actually
used).
*56: The customer can use one partition. This area is NTFS-formatted.

All computers in this catalog are manufactured by NEC Personal Computers, Ltd.
Cautions •The product pictured in this catalog has been photographed for inclusion in this catalog and for advertising purposes. Therefore, its design and external appearance may differ from that of the actual product. Furthermore, the colors in the photographs
may differ from the colors of the actual product due to printing variations. The screens pictured in this catalog are inlaid composite images. •The product photographs were not taken at the same scale. •The warranty for this product covers only the hardware.
•NEC Corporation and NEC Personal Computers, Ltd., shall not be held liable for any damage or loss arising from failure to follow the cautions in the User's Guide of the product. •This product includes limited-life parts (display, optical drive, HDD, power supply,
AC adapter, motherboard, graphics board, etc.). For stable and reliable operation of the product, these parts need to be periodically inspected and replaced as necessary. Particularly if the product is used continuously for protracted periods of time, early
replacement of parts is required for the purposes of safety and stable operation. The replacement frequency of limited-life parts depends on the usage frequency and usage conditions, but is about five years, assuming eight hours of use, 365 days a year. •The
software that is installed in this product may differ from packaged products that are sold separately. •The version and detailed functions of the preinstalled and bundled software are subject to change without prior notice. Some restrictions may For more
information,therefore apply to some of the functions. •In order to use the software installed in this product and the separately sold software described in this catalog, expansion devices and peripheral equipment besides the notebook computer itself may be
required. Be sure to verify all such requirements before purchase. •OS compatibility, usability and see theusage conditions for the software and peripheral equipment to be used must be checked by the customer according to the selected operating system. •The
security features type MB catalog.provided in this product are not guaranteed to provide impenetrable security. Moreover, maintenance services to cover password loss, for example, will incur charges even during the free warranty period. •The interfaces and
expansion slots provided in this product do not constitute a guarantee that all peripheral equipment will operate correctly. When purchasing peripheral equipment and expansion devices (memory cards, etc.), check with the distributor or manufacturer about their
compatibility, based on the OS and usage conditions. •When using the product under battery power, the brightness of the display is reduced to extend the operation time. •The HDD capacity listed in this catalog is calculated based on a conversion formula of 1
GB = 1 billion bytes. The capacity that is displayed as recognized by the OS may therefore be smaller than the actual capacity. •Using off-specification discs in the CD drive installed in this product may cause problems. •During playback of video software on a
DVD, dropped frames may occur, depending on the type of DVD disc that is played. •This product is not intended to be incorporated in or used to control facilities or devices on which human lives depend, including medical devices, nuclear facilities and devices,
aeronautics and space devices, transportation facilities and devices; or facilities and devices requiring high reliability. NEC Corporation and NEC Personal Computers, Ltd., assume no liability for any accident resulting in personal injury, death, or property damage
if this product has been used for the above applications. •Any users with implantable cardiac pacemakers should use wireless LAN products with the product separated from the pacemaker by a distance of 30 cm or more. •In areas where the use of electronic
devices and wireless devices is prohibited, such as inside airplanes and hospitals, turn off the power of the wireless LAN product or disable the wireless LAN feature. Wireless LAN products may influence electronic devices and medical devices, leading to
malfunction or accident. •To prevent problems arising from leaks of important data when discarding or transferring a computer or memory card, be sure to erase all the data on the computer or memory card prior to discarding or transferring it. •For your safety,
use the notebook computer's battery pack correctly, referring to the Guide.
Trademarks •Intel, Intel Core, Intel Inside, the Intel Inside logo, Intel SpeedStep are trademarks of Intel Corporation in the U.S. and/or other countries. •Microsoft, Windows, Internet Explorer and the Windows logo are registered trademarks or trademarks of
Microsoft Corporation in the United States and/or other countries. •Wi-Fi, Wi-Fi Alliance, Wi-Fi logo, Wi-Fi CERTIFIED logo, Wi-Fi CERTIFIED, Wi-Fi Protected Access (WPA) and WPA2 are registered trademarks of the Wi-Fi Alliance. •SDXC,SDHC,SD logo are
trademarks of the SD-3S,LLC. •HDMI, HDMI logo, High-Definition Multimedia interface are trademarks of the HDMI Licensing LLC. •All other product and brand names used in the document are trademarks or registered trademarks of their respective holders.
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